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Why

During periods of peak flow, particularly in the
wetter winter months, (too) much water flows
through a watercourse. Adaptive abstraction
makes it possible to divert surface water at
precisely these times and store it as a strategic
water reserve for drier periods. In this way, a
single source is used to tackle two challenges
simultaneously: reducing the risk of flooding
during high flow rates and building up a buffer
against drought.

The technology is innovative because, at present,
surface water is mainly only utilised during
periods of prolonged drought. By deliberately
capturing water at high flow rates in winter,
groundwater extraction is avoided, drought is
counteracted, and dependence on expensive
tanker transport or mains water is reduced. The
construction of the catchment and buffer basin
also offers opportunities to enhance the
landscape and promote greater biodiversity and a
richer experience in agricultural areas.

What

Adaptive surface water abstraction consists of a
fixed, permanent connection to a watercourse,
linked to a control system that adjusts the rate of
abstraction in line with the flow rate in the
stream. The system usually comprises four
components:

An abstraction point with an overflow
threshold (e.g. a tilting weir) that only
diverts water once a minimum water level
in the stream is exceeded
An intake or receiving basin with a pump
sump, which temporarily stores the
diverted water;
A treatment process that treats the water
– if necessary – to a usable standard;
A storage basin where the (treated) water
is stored until required.

The ‘adaptive’ nature lies in the control
mechanism: water is only abstracted when the
water level in the watercourse is high enough and
the storage basins are low. The overflow
threshold takes into account a minimum water
column in the stream, ensuring that abstraction is
impossible during dry periods and that there is no
negative impact on hydrobiology. Water is
preferably abstracted in winter (better water
quality); abstraction in summer is only permitted
if there is sufficient flow and good water quality
(monitoring is possible for EC and pH).

In the Itterflow demonstration project, up to
40,000 m³ of water can be abstracted, stored and
distributed annually.
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Cost

The cost depends heavily on the scale, the
treatment techniques chosen and the landscape
objectives. The estimate below is based on the
Itterflow demonstration project, which has a
catchment capacity of up to 40,000 m³ per year,
and is purely indicative.

Investment item (indicative, estimate for 2025) Cost price
Water collection system: collection basin, pump chamber, pressure pipe to buffer tank ± 185.000 €
Ecological buffer basin with pumping wells, drainage and pipework ± 414.000 €
Water treatment system (sand filter + activated carbon filter + UV) in a shipping container ± 185.000 €
Design, monitoring, support and performance measurement ± 114.000 €
Total project cost (indicative) ± 900.000 €

In addition to the investment, there are
operational costs (energy for pumping and
treatment, replacement of filter media,
maintenance, monitoring). In a simplified
feasibility study, the project was estimated to
incur operational costs of around 75,000 € per
year.

Relevant funding channels 

VLIF support for productive investments in
water abstraction, storage and treatment;
VLIF project support for non-productive
investments in landscape and water;
The Flemish Blue Deal and European
programmes (e.g. Interreg, LIFE) as a
supplement.

Please note the distinction between sources of
funding to avoid double funding, and the de
minimis thresholds for state aid to agricultural
holdings.

Benefits

Economical benefits

Reduces reliance on mains water or
tanker deliveries as a supplementary
source;
Builds up a robust water reserve of its
own, which enhances operational
reliability during dry years;
Through a partnership, several businesses
share the infrastructure and the costs,
making the investment more manageable
for each business;

Ecological benefits

Reduces flood risk by regulating water
levels during high flow rates (local effect,
highly site-dependent);
Avoids groundwater extraction and tanker
transport;
Creates opportunities for nature
conservation, landscape enhancement
and greater biodiversity around the buffer
basin;
Contributes to a more robust stream and
water system at the regional level.
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The ACLIMA-project has received funding from the LIFE Programme of the European Union under contract number LIFE 20
CCA/BE/001720.
Co-funded by the European Union. Views and opinions expressed are however those of the author(s) only and do not necessarily
reflect those of the European Union or CINEA. Neither the European Union nor the granting authority can be held responsible for
them.

This document is subject to the terms and conditions. Full terms and conditions can be found at the bottom of the Life ACLIMA
website (https://lifeaclima.eu)

Want to know more? Discover the detailed explanation of this measure at https://www.lifeaclima.eu
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